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2004 Chrysler Sebring Convertible 
Part 2 


Glove Box Lock: 


This month we conclude the lock service on this Sebring Convertible 
covering the ignition lock and programming procedures. 


1. The Chrysler Sebring Convertible has a column-mounted ignition. The 
column has a two-piece plastic shell, which is secured by two Phillips head 
drive screws at the front of the lower shell half. This shell does not have an 
access hole for the cylinder retainer spring-bolt. Remove the drive screws 
to loose the shell from the column. Flex the sides of the shell to unlatch the 
upper half of the shell from the lower half. Remove the upper shell. Flex 
the lower shell half to guide it over the ignition cylinder. 
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3. To release the ignition cylinder, rotate the ignition plug 90º right, to 
the On/Run position. Depress the spring bolt. The ignition will spring 
forward when released. A working key is required, to remove this 
ignition. In the absence of a working key, it would be possible to pick or 
use try-out keys to rotate the plug. An alternate method could be to 
extract the retaining bolt. These types of attack will most-times result in 
damage to the ignition retaining bolt spring, requiring replacement of the 
ignition cylinder. This is not a sidebar ignition. 


2. An active spring 
retainer, under the 
ignition housing, retains 
the Chrysler ignition. 
The retainer cannot be 
depressed with the 
ignition in the 
Off/Locked position. 
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5. To disassemble 
the ignition, rotate 
the plug 
counterclockwise to 
the accessory 
position. The brass 
spring detent pin (A) 
will act as a stop, to 
prevent further 
rotation. Depress 
the detent pin to 
allow the plug to 
rotate past the stop. 


4. Use the key to 
pull the ignition 
from the housing. 
No code will 
be found on late 
model OEM 
Chrysler ignitions. 
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7. The ignition cylinders on late model Sentry 
equipped vehicles will be seven-wafer non- 
sidebar. The wafers are in positions 1–7. 


There is presently no published Strattec part 
number for this ignition. If this ignition fails, 
Strattec pn#703719 ignition service pack is to 
be used as a direct replacement. Use Strattec 
tumblers pn#322691-4 and tumbler springs 
pn#56115 to service the 703719 ignitions. 


To make the mechanical key for this 
vehicle, read a door or trunk cylinder to find 
the cut depths for positions 2–8. (If reading is 
not possible, remove the rear deck cylinder to 
read the wafers through the drain hole or 
disassemble the cylinder.) When you have a 
working key for the rear deck and door 
cylinders, progress the cut in position number 
one, to operate the ignition cylinder. Test 
your work key in the door, rear deck and 
ignition, to insure the combination before 
duplicating a transponder blank over the work 
key. The correct transponder blank for this 
vehicle is Strattec pn# 690222. (For other 
manufacturers part numbers, see Fast Facts 
Key Plate CH19.) If all keys have been lost for 
the vehicle, you should recommend two new 
keys for your customer. 


The OBD2 port for the Chrysler Sebring is 
under the dash, on the drivers’ side. In this 
case, we will be using the ASP T-Code device. 
Consult your manual to find that the 2004 
Sebring Convertible is a “type 2” system. Connect the “type 2” adaptor between the T-Code device and the 
ADC110.B connecting cable. Connect the cable to the OBD2 port under the dash. 


6. As the plug 
rotates past the 
stop, the detent pin 
will force the plug to 
separate from the 
shell. Remove the 
plug from the 
cylinder shell. 
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9. The screen will 
show a key, 
indicating that it 
needs your security 
code to continue. 
Enter your six-digit 
security code 
to continue. 


Press the “Enter” 
key to continue. 


8. The T-Code 
device will “power- 
up” when it is 
properly plugged 
into the OBD2 port. 
You will be 
presented with the 
contrast adjust 
screen for a few 
seconds and the 
screen will go black. 
Press the down 
arrow on the keypad 
repeatedly, until the 
pattern returns. 
Adjust the contrast 
using the up and 
down arrows. 


Press the “Enter” 
key to continue. 


Transponder Programming: 
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11. From the 
manual, we know 
this vehicle to be a 
“Type 2.” Use the up 
and down arrows to 
move the cursor to 
the correct vehicle 
type. We have 
selected “Type 2.” 


Press the “Enter” 
key to continue. 


10. When the 
security code has 
been properly 
entered, the T-Code 
will ask for the Make 
of the auto. Use the 
up and down arrows 
to bring the cursor 
to the vehicle make 
in the list. In this 
case, we are 
indicating “Chrysler.” 


Press the “Enter” 
key to continue. 
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13. The screen 
presents us with 
“Chrysler 98–03.” 
This is a 2004 model 
vehicle, but we are 
at the right place. 


Press the “Enter” 
key to continue. 


12. The T-Code asks 
us to insert a key 
and turn it to the 
“ON” position. Insert 
a properly cut 
transponder key and 
rotate the ignition to 
the “ON” position. 


Press the “Enter” 
key to continue. 
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15. The diagnostic 
menu continues 
with two options. 
The options are; 
“Clear Keys” and 
“Program Keys.” 


A key was stolen to this 
vehicle, so we want to 
delete the stolen key. 
The owner had a spare 
key, which he did not 
want deleted. To 
accomplish this, we 
must delete all keys and 
then reprogram the 
keys back into the ECU. 


Use the up and 
down arrows to 
position the cursor 
at “Clear Keys.” 


Press the “Enter” 
key to continue. 


14. The diagnostic 
menu asks us to 
specify “ECU 
Identification” or 
“Special Functions.” 
Use the up and 
down arrows to 
position the cursor 
at “Special Functions.” 


Press the “Enter” 
key to continue. 
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16. To perform any programming functions we must have the vehicle PIN (SKIM code) number. The T-Code asks us 
for the “Security Code.” Find the PIN code from the Chrysler dealer (during normal business hours) or through a 
roadside assistance company (after hours). Enter the PIN code using the keypad. 


Press the “Enter” key to continue. 
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17. The T-Code presents us with the Pin code that we have entered. If the code is correct, press the 
“Enter” key to continue. If the number is incorrect, press the “Back” arrow to return to the previous 
screen. The code is correct, so we press the “Enter” key. 
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19. We are 
automatically 
returned to the 
“Clear Keys” or 
“Program Keys” 
option. Use the up 
or down arrows to 
position the cursor 
at “Program Keys.” 


18. The T-Code 
informs us that the 
procedure is 
complete, and 
asks us to remove 
the key from 
the ignition. 


Press the “Enter” 
key to continue. 
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21. The T-Code asks 
us to enter the PIN 
code to enter the 
programming 
sequence. Enter the 
PIN code. 


Press the “Enter” 
key to continue. 


20. The T-Code 
instructs us to 
“Switch Ignition On 
With New Key.” 
Insert a properly cut 
transponder key 
into the ignition 
and turn it to the 
On/Run position. 


Press the “Enter” 
key to continue. 
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22. As before, we are 
asked to confirm the PIN 
code. If the code is 
correct, press the “Enter” 
button. If the code is 
incorrect, press the 
“Back” arrow to return to 
the previous screen. The 
number is correct. 


Press the “Enter” key 
to continue. 
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23. The T-Code informs us that the key has been programmed. Press the “Enter” key to program more keys. Press 
the “Back” button to exit the routine (end programming sequence). We opted to program a second key, and then 
exit the program. Remove the OBD2 cable from the socket, under the dash, to power down the T-Code device. 


